MpoaykTos nHPOpPMaALMOHEH NUCT

AENETVUPAH PETJTAMEHT (EC) 2019/2015 HA KOMWCUATA no oTHOLIEHWE HA EHEPTUMHOTO

€TUKeTnpaHe Ha CBET/IMHHUN U3TOYHNUMU

Mme nnu TbproBcKa mapKa Ha gocraBumka: LEDMAX

Appec Ha aoctasumka: DIY, MakraxaH - 66, 1510 Codusa, BG

UpeHTudukatop Ha mopgena: SE-C6004

Tun Ha CBETAUMHHUA U3TOUYHMUK:

M3non3BaHa TeXHOMOMMA 3a OC- LED HeHaco4yeHo nnu Ha- NDLS
BET/IEHUE: COYEHO:
TN Ha UOKbNA Ha CBETAUHHUA OTHER
U3TOYHMK
(nnn opyr enekTpruyeckn nHTep-
deiic)
OT MpeXKaTa, He OT Mpe’KaTa: MLS CBbp3aH cBET/INHEH He
M3TO4YHUK (CLS):
CBeTAMHEeH W3TOYHUK C Bb3- He O6BuBKa -
MOXHOCT 33 HacTpoMBaHe Ha
uBeTa:
CBeTAnHEeH M3TOYHMK C BMCOKA He
APKOCT:
3acnoHKa NpoTMUB 3acnenaBaHe: He PerynunpaHe Ha ceT- Ja
JINHHMA NOTOK:
MapameTtpu Ha NpoAayKTa
MapameTbp ‘ CrolHoCT ‘ MapameTbp CroliHoCT
O6wum napameTpu Ha NPOAYKTA:
KoHcymauuna Ha eHeprua B pe- 95 Knac Ha eHepruiHa G
UM ,BKaoueH” (kWh/1000 h), edeKkTnBHOCT
3aKpbrneHo A0 Hal-61M3KoTo
LAN0 YNCNo
NoneseH cBeTAiHeH noToK | 5568 B LUnpok | CBbp3aHa  UBeTHa 3000...6500
(duse), c ykasaHune ganu ce ot- KoHyc (120°) Temnepartypa, 3ak-
Hacs 3a NoToKa B cdepa (360°), pbrneHa p[o Hal-
B LUMPOK KOHYyC (120°) nau B Te- 6nmsknte 100 K,
CeH KoHyc (90°) WAN MHTEPBaNbT Ha
CBbpP3aHUTE LBETHMU
Temnepatypu, Kowu-
TO morat ga 6bvbaar
33034€EHN, 3aKpbr-
NeH go Han-61n3Ku-
Te 100 K
MOLWHOCT B peXumm ,BKAtOYe- 95,0 MOLLHOCT B perum 0,00

HO“ (Pon), M3pa3eHa BbB W

,B rotoBHOCT” (Pg),
n3paseHa BbB W u
3aKpbl/aeHa o BTO-
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pvAa 3HaK cnep gece-
TUYHaTa 3aneTan

MOLLHOCT B pEXKUM ,U34aKBaHe
B mpexka“ (Pnet) 3a CLS, n3pase-
Ha BbB W 1 3aKpbr/ieHa go BTO-
puA 3HaK cies AeceTuyHaTa 3a-
netan

MHOeKkc Ha uBeTo-
OTAaBaHe, 3aKpbr-
NeH Ao Han-6nus-
KOTO LANO 4MCAO,
WIN UHTEPBANBLT Ha
CTOMHOCTUTE, KOUTO
moraT aa 6baaT 3a-
DaAeHun

85

PasnpeaeneHne Ha

CNeKTpasiHaTa MOLL-

BbHWHKM pas- | BucoumHa
mepwu, 6es ot- LIJMpMHa
JenHata nyc- Nun6ounta

KOBO-perynu-
pala anapa-
Typa, 4acTu-
Te 3a peryau-
paHe Ha oc-
BET/IEHUETO U
HecBbp3aHuTe
C ynpaB/ieHu-
eTo Ha ocBer-
IeHNeTo u4ac-
™, aKo uMma
TakuBa (B Mu-
NMmeTpun)

HocT B obxBata oOT
250 nm go 800 nm,
npu NbJeH ToBap

BK. nsobpaxe-
HWEeTO Ha nocnea-
HaTa cTpaHMua

TebpAeHWe 3a eKBMBaNeHTHa
mowHoct?

AKko ,pa“ ekBuBa-
NIeHTHaTa MOLLHOCT
(W)

XpomaTnyHM Koop- 0,381
OVHaTK (X 1 y) 0,379
MapameTpu 3a cBETIMHHU U3TOuHULUM LED n OLED:
CTOMHOCT Ha MHAEKca Ha uBe- 19 KoedunuymeHT Ha *Ku- 1,00
TonpenasaHe Ha R9 ByYecT
KoedunuymeHT Ha cTabunHocT Ha 1,00
CBET/IMHHMA NOTOK
MapameTtpwm 3a cBeT/IMHHU n3TouHnum LED n OLED, 3axpaHBaHM OT mpeXKara:
dakTop Ha mowHocTTa (cos ¢1) 0,59 YcTtonumsocT Ha 1
LBETa B €/INNCUTE Ha
Makagam
TebpAeHuA, Ye fafeH CBET/U- -6) Ako ,pa“ ToraBea -
HeH M3TOYHUK LED 3ameHAa ny- TBbpAeHUe 3a 3ame-
MMWHECLLeHTEeH CBET/IMHEH W3- HAHe (W)
TOYHUK 6e3 BrpageH 6anact c
onpeaeneHa MOLLHOCT.
U3meputenHa egnHuula 3a nyn- 0,0 UsmeputenHa egmu- 0,0

cauma (Pst LM)

HMLUA 3a cTpoboCcKo-
nuyeH edekt (SVM)

a). : He e npunoxmmo;
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6). : He e npunoxmnmo;
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Lightsource Test Report

Product Infomation

Product Type: SE-C6004
Product Number: 3
CIE Colorimetric Parameters

Chromaticity coordinates: x=0.3657 y=0.3627
CCT: Tc=4335K (duv=-0.00213)

Peak Wavelength: 451.4nm

Dominant Wavelength: 579.3nm

Central Wave: 452.9nm

Product Spec: 1

u(u')=0.2210 v=0.3287 v'=0.4930
Color Ratio: R=0.178 G=0.780 B=0.042
Half Bandwidth: 24.5nm
Color Purity: 0.186
Gravity Wave: 452.2nm

CRI: Ra= 85.5 TM30: Rf= 85, Rg= 96
GAI: GAI_BB_8=95.7, GAI_BB_15=101.4, GAI_EES=80.2
R1 =85 R2 =91 R3 =95 R4 =85 R5 =85 R6 =88 R7 =87 R8 =69
R9 =19 R10=79 R11=85 R12=66 R13=87 R14=98 R15=80
Color Quality Scale: Qa= 84.0, Qf= 84.0, Qp= 84.5, Qg= 94.1
Q1 =84 Q2 =99 Q3 =80 Q4 =77 Q5 =83 Q6 =86 Q7 =88 Q8 =90
Q9 =98 Q10=89 Q11=86 Q12=84 Q13=84 Q14=75 Q15=78
SDCM: 7.7 1.2
1.0
0.8
0.6
0.4
0.2
+ 0.0
x=0.3818 y=0.3797 E-START/4000K 380 430 480 530 580 630 680 730 780

Photometric Parameters

Luminous Flux: 5568.6 Im

Total mains efficacy: 58.70 Im/W

Auxiliary lamp correction factor: 1.00
Electric Parameters

Voltage: 220.50V
Power Factor: 0.5950

Test Infomation
Scan Range: 380~800:1nm
Stabilization Time: 0 Min  ALC.: 1.0000
Max of Signal: 45672 (2804)

Efficiency: 58.70 Im/W
Energy Efficiency Class: G (EU 2019/2015)

Current: 0.7220A
Frequency: 49.99Hz

Radiant Power: 17.359 W

Power: 94.87W

Photometric Method: sphere-spectroradiometer
Photometric Condition: Sphere diameter: 1.50m, 41T
CCD Integration Time: 60.13 ms

Condition: Tx:27.1'C, Ti:0.0'C, R.H.:60%
Test Lab:
Operator:

Test Device: CMS-3000S
Test Time: 2023-05-15 11:05:03
Inspector:
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